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EOS, replica las formas de las nubes y alberga 
una instalación alimentada por bombillas de bajo 
consumo, cuya luz es repartida de forma difusa 
y eficaz. Cuentan con el IP44 que las posibili-
ta tanto para su instalación en interior como en 
el exterior bajo techado, también con una pieza 
convertible en lámpara de salón, suspendida con 
sistema de cable de acero.

EOS recreates the shapes of clouds and houses 
an installation supplied by low-consumption li-
ght bulbs whose light is distributed in an efficient 
glow. It is equipped with IP44 which facilitates its 
installation in an indoor or outdoor sheltered lo-
cation, It is also equipped with a piece which can 
be converted into a living room lamp, hung with 
a steel cable system.
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1880 - Colgante/Pendat Lamp

1883 - Colgante/Pendat Lamp

1881 - Plafón/Ceiling Lamp

1882 - Plafón/Ceiling Lamp

1884 - Sobremesa/Table Lamp

1885 - Aplique/Wall Lamp - Plafón/Ceiling Lamp

1886 - Sobremesa/Table Lamp

Datos Técnicos - Technical InformationDatos Técnicos - Technical Information
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E27 6x13W - 220/240V (no incl.)

Difusor acrílico - Acrilic Diffuser 

E27 4x13W - 220/240V (no incl.)

Difusor acrílico - Acrilic Diffuser 

E27 6x13W - 220/240V (no incl.)

Difusor acrílico - Acrilic Diffuser 

E27 4x13W - 220/240V (no incl.)

Difusor acrílico - Acrilic Diffuser 

LED 1x3W 3000K 280lm - 220/240V

Difusor acrílico - Acrilic Diffuser 

LED 1x3W 3000K 280lm - 220/240V

Difusor acrílico - Acrilic Diffuser 

LED RGB 1x2W 90lm - 220/240V

Difusor acrílico - Acrilic Diffuser

Carga directa - Direct charge
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