
OFFICE | J.CON BÜHL | GERMANY 

12

8080

 0.8 

 0.26kg  IP20   

     68      70  4  -40 

12

112112

 1.1 

 0.37kg  IP20   

     68      70  4  -40 

12

125125

 1.3 

 0.43kg  IP20   

     68      70  4  -40 

 CEILING RECESSED 

 LED 3W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. power supply 
 Corian® glacier white | aluminium 

 LED 8W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim 
 Corian® glacier white | aluminium 

 LED 12W | 220-240VAC  | 50-60Hz  LED 12W | 220-240VAC  | 50-60Hz
 PCB 3-step | incl. PS | phase-cut dim  PCB 3-step | incl. PS | phase-cut dim 
 Corian® glacier white | aluminium  Corian® glacier white | aluminium 

12

140140

 1.4 

 0.48kg  IP20   

     68      70  4  -40 

 CORO 

 3000K | >85 CRI | 390lm 

 3000K | >85 CRI | 380lm  | IP44

 3000K | >85 CRI | 783lm  3000K | >85 CRI | 1550lm 

 3000K | >85 CRI | 1500lm  | IP44 | no dim
                                                 code 

             148473W4 

 3000K | >85 CRI | 1530lm 
                                                 code 

             127574W4 
                                                 code 

             127273W4 

                                                 code 
             148273W4 

                                                 code 
             127374W4 

                                                 code 
             127474W4 
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