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pendant, QPAR111, brass, black textile cable, brass ceiling plate, max.
75W
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Article number
Product family

Feed-in capability
Lampholder / Socket
Number of light sources
Lamp included

Height

Diameter

Pendant length

Net weight

Gross weight

Voltage

Max. wattage
Protection class
Energy efficiency class
Light distribution type 1
Catalogue page

Lamp

Colour

Form

Material

Way of mounting

133483

Light Eye 150
No

GU10

1

No

12 cm

14.5 cm

150 cm
0.688 kg
0.946 kg
230V ~50Hz
75 Watt

I

A++

direct

BIG WHITE 2019: 50
QPAR111
Brass
spherical

steel

Surface mounted / Ceiling mounted

SLV GmbH - DaimlerstraBe 21-23 - D-52531 Ubach-Palenberg - T +49(0) 2451 4833-0 - F +49(0) 2451 4188-0/-8 - E-Mail: info@slv.de
Techn. Anderungen vorbehalten. Technical Details are subject to change. Les détails techniques sont sujet a des changements.


https://www.slv.com
https://www.slv.com

SLV

Articles of this series

133481

LIGHT EYE, pendant, QPAR111, white/chrome, clear cable,
white/chrome ceiling plate, max. 75W

133482

LIGHT EYE, pendant, QPAR111, chrome, black textile
cable, chrome ceiling plate, max. 75W,

133522

LIGHT EYE X3, pendant, triple-headed, QPAR111, chrome,
max. 225W

133485

LIGHT EYE, pendant, QPAR111, fern-green, clear cable,
fern-green ceiling plate, max. 75W

133486

LIGHT EYE, pendant, QPAR111, wine red, black textile
cable, wine red ceiling plate, max. 75W

133489

LIGHT EYE, pendant, QPAR111, brushed copper, black
textile cable, brushed copper ceiling plate, max. 75W

133562

BIG LIGHT EYE, pendant, TC-(D,H,T,Q)SE, chrome, frosted
glass, max. 75W

143620

LIGHT EYE, pendant for 240V 1-phase track, QPAR111,
chrome, max. 75W, incl. 1-phase adapter

143621

LIGHT EYE, pendant for 240V 1-phase track, QPAR111,
white / chrome, max. 75W, incl. 1-phase adapter

143623

LIGHT EYE, pendant for 240V 1-phase track, QPAR111,
brass, max. 75W, incl. 1-phase adapter

143625

LIGHT EYE, pendant for 240V 1-phase track, QPAR111,
fern-green, max. 75W, incl. 1-phase adapter

143626

LIGHT EYE, pendant for 240V 1-phase track, QPAR111,
wine red, max. 75W, incl. 1-phase adapter

143629

LIGHT EYE, pendant for 240V 1-phase track, QPAR111,
copper colour, max. 75W, incl. 1-phase adapter

149031

LIGHT EYE BALL, wall light, QPAR111, chrome/white, max.
75W

149042

LIGHT EYE, wall and ceiling light, QPAR111, chrome, max.
75W

153102

LIGHT EYE, spot for 240V 3-phase track, QPAR111,
chrome, max. 75W, incl. 3-phase adapter

153112

LIGHT EYE, pendant for 240V 3-phase track, QPAR111,
chrome, max. 75W, incl. 3-phase adapter

184592

LIGHT EYE PENDEL, for 240V track EASYTEC I,
QPAR111, chrome, max. 75W
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185580 LIGHT EYE, spot for 240V track EASYTEC Il, QPAR111,
chrome/black, max. 75W

185582 LIGHT EYE, spot for 240V track EASYTEC Il, QPAR111,
chrome, max. 75W

185590 LIGHT EYE, pendant for 240V track EASYTEC Il, QPAR111,
chrome/black, max. 75W

185592 LIGHT EYE, pendant for 240V track EASYTEC Il, QPAR111,
chrome, max. 75W

184580 LIGHT EYE, spot for 240V track EASYTEC Il, QPAR111,
black, max. 75W

184581 LIGHT EYE, spot for 240V track EASYTEC Il, QPAR111,
white, max. 75W

184590 LIGHT EYE, pendant for 240V track EASYTEC II, QPAR111,
black, max. 75W

184591 LIGHT EYE, pendant for 240V track EASYTEC Il, QPAR111,
white, max. 75W

The popular design of the LIGHT EYE series, as pendant for use with
ES111 type high-voltage halogen lamps. The pendant, which has a
suspension length of 150 cm, is available with a number of differently
coloured housings. The LIGHT EYE pendant is ready for direct
connection to the 230V mains supply.

Notes
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