siy  PROFUNO
wall and ceiling light, LED, 3000K, silver, 16W

Article number 147394
Product family Profuno

Feed-in capability No

Lamp included No
Tilt range 180 Degree
Rotation range 350 Degree
SLV GmbH
Ak Gl Width 15.5 cm
147394
i hte enthsl :
Ei':;ﬁ;::; ek Height 16.3 cm
Lampen,
Depth 3.5¢cm
I Net weight 0.826 kg
S Gross weight 0.938 kg
Voltage 220-240V ~50/60Hz sec. 500mA

Protection class |

Beam angle 60 Degree
Die Lampen kinnen in der )
Leuchte nicht ausgetauscht Average lifespan 25000 Hours
werden.
Colour temperature 3000 Kelvin
874/2012 E >
Qolour rendering - 90
index
Luminous flux 960 Im
16,3 Energy efficiency Ass
class
! Light distribution direct
type 1
15,5 Light distribution .
r,.g'ﬁ type 2 symetrically
Catalogue page BIG WHITE 2019: 252
Colour Silver-grey
Form square
Material Aluminium
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Surface mounted / Ceiling mounted / Wall

Way of mounting mounted
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SLV

Notes

Articles of this series

144050

PROFUNO, spot for 240V 1-phase track, LED, 3000K,
black, 30°, incl. 1-phase adapter

144051

PROFUNO spot for 240V 1-phase track, LED, 3000K, white,
30°, incl. 1-phase adapter

144054

PROFUNO spot for 240V 1-phase track, LED, 3000K, silver-
grey, 30°, incl. 1-phase adapter

144060

PROFUNO spot for 240V 1-phase track, LED, 3000K, black,
60°, incl. 1-phase adapter

144061

PROFUNO spot for 240V 1-phase track, LED, 3000K, white,
60°, incl. 1-phase adapter

144064

PROFUNO spot for 240V 1-phase track, LED, 3000K, silver-
grey, 60°, incl. 1-phase adapter

152540

PROFUNO spot for 240V 3-phase track, LED, 3000K, black,
30°, incl. 3-phase adapter

152541

PROFUNO spot for 240V 3-phase track, LED, 3000K, white,
30°, incl. 3-phase adapter

152544

PROFUNO spot for 240V 3-phase track, LED, 3000K, silver-
grey, 30°, incl. 3-phase adapter

152550

PROFUNO spot for 240V 3-phase track, LED, 3000K, black,
60°, incl. 3-phase adapter

152551

PROFUNO spot for 240V 3-phase track, LED, 3000K, white,
60°, incl. 3-phase adapter

152554

PROFUNO spot for 240V 3-phase track, LED, 3000K, silver-
grey, 60°, incl. 3-phase adapter

147390

PROFUNO, wall and ceiling light, LED, 3000K, black, 16 W

147391

PROFUNO, wall and ceiling light, LED, 3000K, white, 16 W

The PORFUNO modern 240V LED spot with a suitable canopy for both
wall and ceiling installation. There are 10 dimmable premium LEDs
within the grid. The swivelling and tiltable luminaire is available in
various colours. With the factory-installed LED driver, all the luminaires
in the series are suitable for direct connection to the 230V mains

supply.
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