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Diese Lewchte enthilt
eingebaute LED-
Lampen,

Die Lampen kiinnen in der
Leuchte nicht ausgetauscht
werden.
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Article number
Product family

Feed-in capability
Lamp included

Tilt range

Rotation range

Length

Width

Height

Pendant length

Net weight

Gross weight

Voltage

Protection class

Beam angle

Average lifespan
Colour temperature
Colour rendering index
Luminous flux

Energy efficiency class
Way of mounting
Colour

Form

Light distribution type 1
Light distribution type 2
Light distribution type 3

Material

pendant, single-headed, LED, 3000K, square, black, 4x7,5W

157671
Open-Girill
No

No

270 Degree
180 Degree
124 cm
4.5cm
4.5cm

200 cm
2.52 kg

3.005 kg

220-240V ~50/60Hz sec. 1050mA

I

120 Degree
30000 Hours
3000 Kelvin
80

2500 Im

A++

Surface mounted / Ceiling mounted

white
square
direct
symmetric
indirect

Aluminium/acrylic glass
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Notes

Articles of this series

157334

OPEN GRILL, pendant, T16, square, silver-grey, max. 96 W

157381

OPEN GRILL, wall and ceiling light, square, white, max. 96W

157384

OPEN GRILL, wall and ceiling light, square, silver-grey, max.
96W

157494

OPEN GRILL SINGLE, pendant, T16, silver-grey, max. 35W

157650

OPEN GRILL, pendant, double-headed, LED, 3000K, square,
black, 8x7,5W

157651

OPEN GRILL, pendant, double-headed, LED, 3000K, square,
white, 8x7,5W

157660

OPEN GRILL, wall and ceiling light, double-headed, LED,
3000K, square, black, 8x7,5W

157661

OPEN GRILL, wall and ceiling light, double-headed, LED,
3000K, square, white, 8x7,5W

157670

OPEN GRILL, pendant, single-headed, LED, 3000K, square,
black, 4x7,5W

The OPEN GRILL pendant is a professional luminaire for surface
mounting. Within the tiltable frame, there are LEDs with 7.5W of power
which can either provide direct or indirect lighting. The OPEN GRILL
pendant is suitable for direct connection to the 230V mains supply.
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