GLENOS
professional pendant, LED, 3000K, black, 1 m, 43W

Article number 210000
Feed-in capability No
Lamp included No
Length 100.5 cm
Width 5cm
Height 7cm
I Pendant length 200 cm
Net weight 2.498 kg
T Gross weight 3.48 kg
\ Voltage 100-240V ~50/60Hz sec. 24V DC

| Protection class I

|
N Beam angle 120 Degree

Average lifespan 25000 Hours
“gLV SLV GmbH Colour temperature 3000 Kelvin
220000 Colour rendering index 80
Diese Lewchte enthilt
eingebaute LED- .
I.ampen. Luminous flux 2500 Im
Energy efficiency class A++
L
E Way of mounting Surface mounted / Ceiling mounted
D Colour black
Form square
Light distribution type 1 direct
IYie Lanpan kBnnenin der Light distribution type 2 axis symmetric
Leuchte nicht ausgetauscht
werden. Material Aluminium/plastic PC
874/2012 E
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Articles of this series

210001 GLENOS, professional pendant, LED, 3000K, white, 1 m,
43W

210004 GLENOS, professional pendant, LED, 3000K, anodised
aluminium, 1 m, 43W

The GLENOS pendant with a high-performance LED strip gives you a
powerful, top-class LED lighting. The pendants are available in several
lengths and colour variants and are fitted with a 2.50 m connection lead,
which can be shortened individually. The GLENOS pendant is ready to
connect to the 230 V mains supply thanks to the dimmable LED driver.

Notes
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