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design Lucis

O e Typ: zavBsNG svitidlo
Stinitko: sklo bilé, ru¢né foukané, trojvrstvé, satén opal mat
Kovové ¢asti: lak RAL 9006
en .
= Type: suspension lamp
Diffuser: white, hand-blown, three-plied, satin opal matt glass
Metal parts: paint RAL 9006
PY o Tun: cBETUMBHIUK NOLJBECHON
ABaxyp: cTekno Genoe, BpyyHyto BblAyBHOE, TPEXCMONHOE, CaTUH OManoBoe MaToBoe
Metannuyeckue yactu: nak RAL 9006
d
© — Leuchtentyp: Hangeleuchte
Schirm: weiles, mundgeblasenes, dreischichtiges, Opalglas seidenmatt
Metallteile: Lack RAL 9006

fr
== Type: luminaire suspendu
Abat-jour: verre blanc, soufflé de maniére artisanale, a trois couches, satin opale mat
Eléments métalliques: vernis RAL 9006

pl .
e Typ: lampa wiszaca

Dyfuzor: szklo biate, recznie produkowane, trzy-warstwowe, satyn opal mat
Czeéci metalowe: lakier RAL 9006
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4 x max 40(30)W E27 @D 5 x max 60(46)W E27 a )
4 x max 6W E27 LED 5 x max 10W E27 LED
P20 ¢/ & P20 WV &
ZL3.411.Z415 EVG Z1.3.412.2600 EVG
1 x max 55W 26X13 () 1 x max 55W + 1 x max 60W 26X13 () o'
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33,5W 3000K 3100Im [135) 53,8W 3000K 4800Im |
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33,5W 4000K 3400im [135) 53,8W 4000K 5500im
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